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RULES AND REGULATIONS FOR THE 
CLASSIFICATION OF SHIPS, July 2013 


Notice No. 1 


This Notice contains amendments within the following Sections of the Rules and Regulations for the 
Classification of Ships, July 2013. The amendments are effective on the dates shown: 


Part Chapter Section Effective 
date 
5 15 T 1 July 2013 


It will be noted that the amendments also include corrigenda, which are effective from the date of this Notice. 


The Rules and Regulations for the Classification of Ships, July 2013 are to be read in conjunction with this 
Notice No. 1. The status of the Rules is now: 


Rules for Ships Effective date: July 2013 
Notice No. 1 Effective date: 1 July 2013 


Part 5, Chapter 15 


Part 5, Chapter 15 
Piping Systems for Oil Tankers 


Effective date 1 July 2013 


E Section 7 
Inert gas systems 


7.9 Nitrogen generator systems 


7.9.10 The oxygen-enriched air from the nitrogen 

generator and the nitrogen-product enriched gas from the 

protective devices of the nitrogen receiver are to be arranged 

to discharge to a safe location on the open deck. This safe 

location needs to address the two types of discharges 

separately. 

For oxygen-enriched air from the nitrogen generator, safe 

locations on the open deck are: 

e outside of hazardous areas as defined by Pt 6, Ch 2,13.5; 

e not within 3 m of areas traversed by personnel; 

° not within 6 m of air intakes for machinery and all 
ventilation inlets. 

For nitrogen-product enriched gas from the protective 

devices of the nitrogen receiver, safe locations on the open 

deck are: 

e not within 3 m of areas traversed by personnel; 

. not within 6 m of air intakes for machinery and all 
ventilation inlets/outlets. 
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